








PROCEDURE FOR RE-RANGING SMT/EL SMART PRESSURE AND LEVEL TRANSMITTERS 

Connect transmitter to 24-40V DC power source. 

Connect communicator 
Communicator will show                     Device set up. 
 
Go to DEVICE INFORMATION. 
 
Find sensor range. Make sure the sensor range covers your planned range change. 
 
Go back to BASIC SET UP. 

 
 keypad, re-range. 

To change LRV (Lower Range Value): 

Go to LRV. Type new value in the blinking field. 
 
 
 

LRV (low range value) is now entered. 

Hit                                                                    

Go to RE-RANGE                                                                    

F4                                                                    Enter,  then                                                               F2                                                                    Send, then                                                               F4                                                                    ok,                                                                    F4                                                                    ok again.                                                      

To change URV (Upper Range Value): 

 
 
 
 

Revised URV (upper range value) is now entered. 

Go  to URV, hit                                                                    Key, then type changed value 

Hit                                                                    Enter,  then                                                               F2                                                                    F4                                                                    Send, then                                                               F4                                                                    F4                                                                    ok,                                                                    ok again.                                                      

Hit F3                                                                    Home. 

Device set up will now show changed range values. To test and recalibrate transmitter,    
attach test cup to transmitter and connect to calibrated pressure source. Follow menu       
on communicator to recalibrate. 
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